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EMACO GLOBAL LLC EX27408

985 Kendall Dr Ste #A-230

San Bernardino, CA 92407 USA

Swing type check valves, horizontal or vertical installation, Model(s) E0220-16 or E0220-300, sizes 2, 2.5, 3, 4, 6, 8, 10 and 12 in. with

rubber faced checks, rated for 300 psi.

Swing type check valves, horizontal or vertical installation, Model(s) E0220-200, sizes 2, 2.5, 3, 4, 6, 8, 10 and 12 in. with rubber faced

checks, rated for 200 psi.

Swing type check valves, horizontal or vertical installation, Model(s) E0221-300, E0221-250, E0221-200, E0221-PN16 or E0221-PN10,

sizes 2, 2.5, 3, 4, 6, 8, 10 and 12 in. with rubber faced checks, rated for 300/250/200/233/175 psi.

Last Updated on 2017-10-16

Questions? Print this page Terms of Use Page Top

© 2017 UL LLC

The appearance of a company's name or product in this database does not in itself assure that products so identified have been manufactured

under UL's Follow-Up Service. Only those products bearing the UL Mark should be considered to be Certified and covered under UL's Follow-Up

Service. Always look for the Mark on the product.

UL permits the reproduction of the material contained in the Online Certification Directory subject to the following conditions: 1. The Guide

Information, Assemblies, Constructions, Designs, Systems, and/or Certifications (files) must be presented in their entirety and in a non-misleading

manner, without any manipulation of the data (or drawings). 2. The statement "Reprinted from the Online Certifications Directory with permission

from UL" must appear adjacent to the extracted material. In addition, the reprinted material must include a copyright notice in the following format:

"© 2017 UL LLC".

HMER.EX27408 - Check Valves http://database.ul.com/cgi-bin/XYV/template/LISEXT/1FRAME/showpa...

1 of 1 10/30/2017, 2:37 PM


